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The LUXOMAT® PD9 is the small-
est member in the family of B.E.G. 
presence detectors.

In spite of the fact that it only mea-
sures 36 millimetres in diameter, 
it provides the same features that 
its larger �brothers� offer. The 
LUXOMAT® PD9 product family 
was developed especially for easy 
and time-saving installation in sus-
pended ceilings and even directly 
in light �ttings. Depending on type, 
this product may, for example, be 
used in of�ces, conference rooms, 
hospitals, lobbies, public baths and 
shower cubicle.

This range of mini presence detec-
tors is headed by a remotely con-
trolled master where the detection 
range may be extended at low cost 
with slave devices that are avail-
able for use in combination with 
the master. The range also includes 

a remotely controlled version with 
dimmer that permits a comfortable 
and constant lighting control to be 
implemented at low cost. The manu-
ally operated single-channel version 
comes at a lower price. B.E.G. also 
supplies networked Mini-Occupancy 
detectors for KNX/EIB, LON and 
DALI/DSI applications.

The latest development � a device 
that ful�ls IP65 requirements � is 
ideal for wet rooms. The power and 
sensor components have been elec-
trically separated to this end.

In spite of their small size, all Mini-
Occupancy detectors operate at 
ranges of up to ten metres across. 
The supplied covering lamella al-
low the range to be reduced in ac-
cordance with requirements.

Light sensors and follow-on times 
may be adjusted either with the 

LUXOMAT® IR-PD9/IR-PDim re-
mote control or potentiometers.

The cables to the sensor and power 
components may be easily connect-
ed to each other with RJ11 telephone 
plug connectors.

Depending on the place of use, all 
mini presence detectors are avail-
able with a covering ring in a stain-
less-steel colour or white.

All B.E.G.�s presence detectors have 
one thing in common. They have 
been made from excellent materials 
with outstanding workmanship.

Experience modern lighting technol-
ogy, maximum security and great 
comfort with the LUXOMAT® PD9 
mini presence detectors for univer-
sal use.

Mini-Occupancy detector LUXOMAT® PD9 - Saving energy made easy

Mini-Occupancy detector Mini-Occupancy detector Mini-Occupancy detector

Dimensions for 
PD9-M-FC
PD9-S-FC
PD9-M-DIM-FC
PD9-1C-FC

Installation of the PD9 into ceilings

A circular opening of diameter min. 
22mm - max 30mm must �rst of all 
be produced in the ceiling.
Having connected up the cables in 
accordance with regulations, the oc-
cupancy detector to be connected to 
the power supply by means of the 
RJ11 plug and the detector is inserted 
into the opening as shown below and 
�xed into position with the assistance 
of the spring clips.
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Dimensions for 
PD9-M-SDB-FC
PD9-S-SDB-FC
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Remote controls LUXOMAT® IR-PD9/IR-PDim

All settings, e.g. twilight values and 
follow-on times, on the LUXOMATfi 
PD9-M-FC and PD9-M-SDB-FC may  
be comfortably made from the 
ground with the optional LUXOMATfi 
IR-PD9 infra-red remote control.

To dim and switch the LUXOMATfi 
PD9-M-DIM-FC with the optional 
infra-red remote control LUXOMATfi 
IR-PDim.

Application examples:  
of�ces, conference 
rooms, hospitals, gal-
leries, nursery schools, 
bathrooms etc.

New: now also available with 

IP65 and galvanic separation!

sensor part IP54

power supply IP20

sensor part IP20

power supply IP20




