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Industrial

With style, adaptability and durability along with

outstanding photometric performance the Tracer

Highbay can be applied to a multitude of industrial and

commercial settings. Coupled with low operational and

maintenance costs this Highbay luminaire nestles quite

comfortably into the bracket of affordable lighting.

Versatility

Generally suitable for mounting heights above 6m, the

Tracer Highbay can be introduced to both heavy and light

industrial areas such as factories, warehouses and sports

halls.  For such uses the Highbay luminaire incorporates an

anodised aluminium spun reflector and gear housing. With

a primary fixing method utilising chain hung suspension

the Highbay will even add character to the most

uninteresting of industrial settings.  

Quality

The gear housing and spun reflector are both made to an

attractive and durable finish from high purity anodised

aluminium.  By utilising a galvanised steel, stressed gear

tray with an specific lamp position, the performance of the

vented reflector is optimised. The result is an extremely

impressive light output with an LOR in excess of 80%. The

incorporation of a high quality igniter prolongs control

gear and lamp life considerably. 

Lamps are supplied as standard with a double enveloped

MBI version avoiding the need for an extra glass cover. All

Highbay luminaires have been manufactured in line with

BS EN 60598 and this quality is reflected in a quite

outstanding end product. 

Options

All Highbays come complete with 230/240v 50Hz mains

frequency control gear, complete with fused terminal block

as standard.  For a flicker free operation all highbay

luminaires can incorporate electronic control gear.  A

variety of light source options including sodium (SON),

metal halide (MBI) and mercury (MBF) in a range of

wattages from 150 to 400w.  A wealth of attachments are

available including glass covers, polycarbonate covers, and

wire guards, all of which are secured by means of a three

point fixing system on the base of the reflector.  A Tungsten

Halogen pre-strike monitor complete with 250w E27

ceramic clear halogen lamp is available, offering instant

illumination whilst waiting for the main discharge lamp to

stabilise output.  Introducing a timed igniter offers a low

cost way of safeguarding against control gear damage that

can sometimes occur when a lamp reaches the end of its

life.  Changing the face of discharge lighting the Dextra

Intelligent Dimming Module offers an industry first in

discharge dimming (see options guide pg 209).
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Highbay Performer with 5 Year Warranty

Utilising the latest HID high frequency technology the

Performer range delivers not only visual benefits but also

reductions in maintenance and running costs and with the

extended 5 year warranty provides the perfect lighting

solution for varied applications.

Offering flicker free silent running the performer increases

both the overall life and lumen maintenance package of the

lamp.  Using Resonant Start techniques that are actually

‘kind’ to the lamp electrodes, warm up times can typically be

reduced from 2-3 minutes down to 30-40 seconds.

The ballast also has built in power saving functionality such

as bi-level dimming options (that can be used with controls

such as PIR’s) and a programmable economy mode that

reduces electrical consumption by 13% without

compromising the designed illuminance levels of the

application.
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With a voltage supply input range of 185v to 254v 50/60Hz

AC there is no change to light output or apparent colour of

the lamp even with an unstable voltage supply, and achieving

near unity on power factor correction (with no start up

current) and a low Total Harmonic Distortion (THD) of less

than 10% the Performer offers real world installation benefits

as well.

Key Features:

• High performance discharge luminaire

• High frequency ballast

• Bi level dimming function

• Programable economy mode

• High purity aluminium reflector

• 5 Year extended warranty

• Complete with lamp

Polycarbonate cover

Wire guard
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Luminaire Details (Switch Start as standard)

Order Code Lamps Weight(kg)+

Highbay
HBS 150SRL 150w SON 3.80
HBS 250SRL 250w SON 4.90
HBS 400SRL 400w SON 6.10
HBH 250SRL 250w MBI 3.40
HBH 400SRL 400w MBI 5.00
HBM 250SRL 250w MBF 3.40
HBM 400SRL 400w MBF 5.00

Highbay Performer
HBPH 250SRL 250w MBI TBC
HBPH 400SRL 400w MBI TBC

HBSR must be ordered separately
All fittings are complete with lamps

Order Code Description Weight (kg)+

HBSR Aluminium Spun Reflector 1.20
HBGC Soda Lime Glass Cover 1.70
HBPC Polycarbonate Bowl (Not for use with MBI) 0.40
HBWG Wire Guard 0.90

A Size

D Attachments

PS Tungsten Halogen Pre-Strike Monitor c/w Lamp 0.20
(HBGC required) 

T1 Timed Igniters -
IDM Intelligent Dimming Module -
HR High Rack Reflector (Performer only) -

Please contact the Sales Team for further Highbay options including: 

IP65 For more demanding environments 

High Rack For use in areas with racking aisles (Super High Rack available)

160w QL Lamp Induction lamp for superior colour rendering and extended 

lamp life

120w PL-H Lamp Single ended 6-limb high output amalgam compact

fluorscent lamp

For further options please see the
Dextra Lighting Options Guide, Pg 209-226.

E Extras

HBH400SRL++

Highbay
Architectural
Pages 81-84 

IP20 IP65
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