


Quality

All luminaires within the Pro Tec range are UK

manufactured in line with BS EN 60598.  The body is made

from quality steel whilst the reflector is made from highly

reflective, faceted aluminium.  Incorporating European

control gear and components, finishes the Pro Tec

luminaire to a high specification.  Three point stabilising

clips secure the body to the back of the ceiling tile when

in-situ,       whilst an extra support arm will hold the weight of

the gear housing on the medium and large versions.  
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Options

There are three body sizes with a fourth wallwash option.

They are coded as follows:

PTECV – Vertical

PTECM – Medium Horizontal

PTECL – Large Horizontal

PTECLWW – Wallwash

All our with either high frequency control gear or one of a

number of dimming options from 1-10v analogue through

to various digital alternatives. The PTECM is also offered as a

switch start option if required. 

The following page will introduce you to a wealth of

attachments all of which twist and lock securely into place.

With the exception of the Wallwash all Pro Tec luminaires can

incorporate a remote 3 hour maintained emergency pack.

WESSEX HOUSE -  BATH UNIVERSITY

13824 Retail Display Range aw07.qxd:Layout 1  11/6/07  13:25  Page 4



93  |   T: 01747 858100

Pro Tec
Retail & Display

Clear Glass

Opal Glass

Dark Light Louvre

Turbo Louvre

Emergency Drop
Legend

Drop Glass

Drop Glass Ring
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Order Code Description Lamps Weight (kg)+

VERTICAL
PTECV 113 HF Vertical Downlight 1 x 13w TC-DE TBA
PTECV 118 HF Vertical Downlight 1 x 18w TC-DE TBA
PTECV 126 HF Vertical Downlight 1 x 26w TC-DE TBA
HORIZONTAL MEDIUM
PTECM 118 Horizontal Downlight 1 x 18w TC-D* TBA
PTECM 126 Horizontal Downlight 1 x 26w TC-D* TBA
PTECM 218 Horizontal Downlight 2 x 18w TC-D* TBA
PTECM 226 Horizontal Downlight 2 x 26w TC-D* TBA
HORIZONTAL LARGE
PTECL 126 HF Horizontal Downlight 1 x 26w TC-TE TBA
PTECL 132 HF Horizontal Downlight 1 x 32w TC-TE TBA
PTECL 142 HF Horizontal Downlight 1 x 42w TC-TE TBA
PTECL 226 HF Horizontal Downlight 2 x 26w TC-TE TBA
PTECL 232 HF Horizontal Downlight 2 x 32w TC-TE TBA
PTECL 242 HF Horizontal Downlight 2 x 42w TC-TE TBA
WALLWASH
PTECLWW 226 HF** Wallwash Downlight 2 x 26w TC-DE TBA
*TC-DE Lamp with emergency version.
**Not available in emergency. Supplied complete with white trim. 
All fittings exclude lamps.
We recommend that you leave a 40-50mm gap above the installed fitting.

HF High Frequency 
HFR High Frequency Dimming (Analogue 1-10v)
SD(E) Digital Dimming Switch Dim (ECO) 
DSI(E) Digital Dimming DSI (ECO)
DSI(X) Digital Addressable Lighting Interface (DALI)

A Size

B Control

 E3 3 Hour Maintained Emergency Pack (Remote)
ST3 Self Test
AT3 Auto Test

C Emergency

PTEC* WR White Ring (Use for open fitting)
PTEC* CR Chrome Ring
PTEC* BR Brass Ring
PTEC* CG Clear Glass IP44**
PTEC* OG Opal Glass IP44
PTEC* DG Drop Glass
PTEC* DGR Drop Glass Ring
PTEC* DL4  Dark Light Louvre (Not available on Vertical)
PTEC* TL  Turbo Louvre (Not available on Vertical)
PTEC* DMD  Emergency Drop Legend (Not available on Vertical)
* Specify V, M or L for size.
**We recommend a gap of 40-50mm above the installed fitting.

For further options please see
the Dextra Lighting Options
Guide, Pg 209-226.
For installation assistance see
the Ceiling Compatibility
Guide, Pg 235

D Attachments - Must be ordered at the same time as fitting

Horizontal L   arge

Horizontal MediumVertical

Wallwash

IP20
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